BY BAXTER & WOODMAN, INC.

] .
STATE OF ILLINGIS — PROFESSIONAL DESICN FIRM
LICENSE NO. - 184-0112% ~ EXPIRES 4/30/2005

2004

COPYRIGHT

. Yo
34 SECTION COUNTY ——

3737}97-00072-00-FP COCK 66
STA. T0 STA,

51sk

e, 704D 0287, M, {u.m I, AID PROCT

C-91-313-02 M-B8003 (235)
CONTRACT NO. 83772

— BITUMINOUS REMOVAL OVER PATCHES
(SEE TYPICAL SECTIONS FOR THICKNESS)
AND BITUMINOUS REPLACEMENT OVER PATCHES.

SAW CUT/SCORING EXIST. BITUMINOUS
OVERLAY, TYPICAL (INCLUDED IN THE COST
OF BITUMINOUS REMOVAL OVER PATCHES).

150 (6) MIN.

* TOP OF EXIST. BITUMINOUS OR MILLED SURFACE"~”*\

N e 75 ) CLASS C OR CLASS D >
Dy 0 st PATCH OF THE
THICKNESS SPECIFIED

SAW CUT/SCORING, TYPICAL (INCLUDED IN
THE COST OF PAVEMENT PATCHING)

*K
EXISTING PAVEMENT PROPOSED UNSUITABLE SUBGRADE REMOVAL AND REPLACEMENT

SEE NOTE LJ

~UTILITY OR STORM SEWER TRENCH

%éSEE TYPICAL SECTIONS FOR
THICKNESS AND MATERIALS

NOTES: SEQUENCE OF CONSTRUCTION
I THE WIDTH OF THE FULL DEPTH PATCH OVER A TRENCH 1. REMOVE THE EXISTING BITUMINOUS MATERIAL OVER
SHALL BE 300 (12) WIDER ON EACH SIDE OF THE TRENCH. THE AREA TO BE PATCHED.

2. FOR METHOD OF MEASUREMENT AND BASIS OF PAYMENT, SEE

SPECIAL PROVISION “PATCHING WITH BITUMINOUS OVERLAY 2. REMOVE AND REPLACE FULL DEPTH PATCHES

REMOVAL". ~ -
3. REPLACE BITUMINOUS MATERIAL OVER THE AREA TO
BE PATCHED.
ALL DIMENSIONS ARE IN MILLIMETERS (INCHES) UNLESS
QTHERWISE SHOWN.,
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